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Tube Distribution Closure (TDC) 
 
 
 
 
 
 
 
 
 
 

Design Features           
 

• Accepts FibreFlow tube bundles and sub ducts up to 40mm (1.6”) in diameter. 

• One piece grommet and seal arrangement 

• Manifold option allows 6 x 1DB to be dropped off from 1 port (shown above P/C:7717) 

• Captivated screws in lid portion allowing inverted installation. 

• Can be re-entered. 

• Can be retrofitted to existing tube bundles/sub ducts. 

• Straight through, H, Y and T configurations possible 

• IP40 rated. 

• Lightweight - 1.2Kg (2.6lb) 

Application            
 

Tube Distribution Closure (TDC) can be Direct Buried into a waiting trench (following DB FibreFlow 
installation procedures on back-fill) or placed inside a manhole or handhole. Adaptor kits are available: 
 

Description Emtelle Product Code 

7- way DB 5mm adaptor kit 9111 

12 -way DI 5mm adaptor kit 9111 

12-way DB 5mm adaptor kit 9112 

19-way DB 5mm adaptor kit 9113 

24-way DB 3mm adaptor kit 9115 

*7DB/12DI adaptors are the same. 

 

Technical Specification          
 
Materials:  Plastic shell. 
All metallic parts   Stainless Steel 
Dimensions:  

Length:  316mm (12.4”) 
Width:  220mm (8.7”) 
Height:  70mm (2.8”) 

Colours: All plastic parts Black 
Grommets & seal  Black 
Impact:   1Kg (2.2lb) weight dropped from 1m (3.3feet)  
Ingress Protection: IP40 
Pull out:    

Drop Port: >940N (>211 lbf)  
Other Ports: >1340N (>301 lbf) 


