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Small Form Connector Range 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Product Description 

This range of Push fit connectors offers straight and reducing connectors and end caps that form pressure-tight 
connections and seals for the appropriately sized microduct. The fittings are suitable for direct burial with a fully 
transparent body for easy visual inspection of the connection and the presence of fibre/cable.  Pre-installed locking 
clips prevent accidental disconnection. The connection can be released by simply removing the safety clip and 
pressing down on the release ring. No additional assembly steps or tools are required for plugging. The internal 
clamping teeth made of corrosion-resistant stainless steel ensure a long-term and secure connection. 
The fittings comply with EN 50411-2-8 and EN61386-24 and are suitable for use for more than 20 years. 

 

Design Features 

 Safety pre-installed locking clip system to prevent microducts being accidently disconnected. 

 Fully transparent (clear) body for ease of visual inspection to ensure the tube is inserted correctly. 

 Easy connection & disconnection of the duct thanks to the intelligent gripping system. 

 Compact design in compliance with Telecom standards. 

 Corrosion-resistant stainless steel clamping teeth. 

 Suitable for Direct Buried installations. 

 

Specifications 

Standards: 
Connectors manufactured in compliance with EN 50411-2-8, REACH directive 1907/2006 and RoHS 3 
2015/863/EU 
 
Working Pressures and Temperatures: 
Blowing Pressure (max):    15Bar 
Burst pressure according to EN 50411-2-8   
Minimum/Maximum working temperature:  -20°C to +50°C 
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Material: 
Body:    Transparent PA 
Cartridge:   Black POM 
Collet:    Black POM 
Support Ring:   Orange POM 
Seals:    NBR suitable for gas 
Lock Claw:   Stainless Steel 
Tamper proof lock clip:  Orange POM 

Dimensions 

 

 

 

 

 

 

 

 

ØD (mm) ØE (mm) L (mm) Quantity 

7 14.9 17.9 100 

10 18.5 22.1 100 

12 21.0 25.1 100 

14 24.9 26.3 100 

16 27.8 29.3 100 

20 33.0 32.8 50 

 

 

ØD1 
(mm) 

ØD2 
(mm) 

ØE1 
(mm) 

ØE2 
(mm) 

ØA 
(mm) 

L 
(mm) 

Quantity 

14 12 24.9 21.0 11.0 49.4 100 

 

ØD 
(mm) 

ØE 
(mm) 

ØA 
(mm) 

L (mm) Quantity 

7 14.9 6.0 34.6 100 

10 18.5 9.0 42.8 100 

12 21.0 11.0 48.2 100 

14 24.9 13.0 50.6 100 

16 27.8 15.0 54.6 100 

20 33.0 19.0 61.0 50 
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Installation Instructions 

 

 

Make sure thsat the microduct external size and the 

push-in system size of the connector are the same.  

The part of tre microduct that has to be inserted into 

the connector must be round.  The microduct must 

be cut square (90° angle) to enable a perfcet 

connection. 

 

 

Make sure that the microduct is fully inserted.  The 

transparent body of the connector allows a visual 

inspection of the correct and full insertion of the 

microduct. 

 

 

 

In order to disconnect the microduct from the 

connector, remove locking clip first, then push the 

collet towards the connector body and pull the 

microduct keeping the collet pushed against the 

connector body. 

 

Packaging and Labelling 

All products suitably packaged in recyclable materials and clearly labelled with Emtelle Product Code and 

Description where possible. 

END OF SPECIFICATION 
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